Technical Specification
Manco 23SL85 Marathoner
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125 kg Arm Lift capacity Load cell weighing system
Upper & Lower LED tail lights Hydraulic oil temperature gauge
Hydraulic filtration Fall arrest system
Hopper work light Additional side indicators & markers
High capacity hydraulic pump Handwash facility & soap dispenser
Automatic tailgate lock/unlock Lockable tool box with spilt kit
Amber flashing beacon mounted top rear of tailgate Fire extinguishers
Manco paddle centralised greasing system Colour camera system
Bin lifter spill flap Strobe type lights at rear
Lights & decals comply with ADR regulations Twin rear beacons
Full compliance with Work Cover requirements Wind deflection
All component are sandblasted, primed and painted in two pack epoxy Spare bin carry rack
Warning system: - Tailgate unlocked Broom & Shovel holders
Safety features: - Auto Arm retracts at 4km/h Low hydraulic oil auto PTO cut out function & warning

- Body & Tailgate safety props High oil temperature warning system

- Hydraulic cylinder safety check valves Auto greasing system

- Hopper access ladder with isolation safety switch Extended warranty

- Body raised / tailgate open warning system

Manco Engineering Australia Pty Ltd
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Due to continuous development, Manco Engineering Australia reserves the right to alter specification without prior notice.




